
EHEC
I N D U S T R I A L  V I S I O N

AOI CIS

Solutions and specifications

I N D U S T R I A L  C I S  S E N S O R S

AOI CIS
Quality, line by line.
Sensors for automated optical inspection.
For OEMs, system integrators and machine builders.

CONCEPTUAL VISUALIZATION

SCANNING WIDTHS

54–3,000 mm

RESOLUTION UP TO

1,200 dpi

AVAILABLE VERSIONS

Mono / Color

INTERFACES FOR YOUR ARCHITECTURE

Camera Link
Base / Full

CoaXPress
1.1 / 2.0

10GigE
Ethernet

USB3.0
USB 3.0

Standard or custom. Backed by EHEC.
Width, resolution and interface: together, we define
the right configuration for your application.

Figures refer to the product range; availability and performance vary by model and configuration.
See the specification tables for available combinations.
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AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-345 mm   |   1/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 16 20 1 N

54 1276 42.3 600 58 148 1 N

54 1276 42.3 600 59 151 1 N+

54 638 84.6 300 97 493 1 N

54 638 84.6 300 96 487 1 N+

54 426 127 200 125 952 1 N

108 5103 21 1200 16 20 1 N

108 2552 42.3 600 58 148 1 N

108 2552 42.3 600 59 151 1 N+

108 1276 84.6 300 97 493 1 N

108 1276 84.6 300 96 487 1 N+

108 851 127 200 125 952 1 N

200 9449 21 1200 16 20 1 N

200 4725 42.3 600 53 135 1 N

200 4725 42.3 600 51 131 1 N+

200 2363 84.6 300 97 493 1 N

200 2363 84.6 300 96 487 1 N+

200 1575 127 200 125 952 1 N

310 14646 21 1200 16 20 1 N

310 7323 42.3 600 34 87 1 N

310 7323 42.3 600 33 85 1 N+

310 3662 84.6 300 69 352 1 N

310 3662 84.6 300 59 302 1 N+

310 2441 127 200 103 791 1 N

345 16300 21 1200 15 19 1 N

345 8150 42.3 600 31 78 1 N

345 8150 42.3 600 31 78 1 N+

345 4075 84.6 300 62 315 1 N

345 4075 84.6 300 59 302 1 N+

345 2717 127 200 93 708 1 N

Monochrome  •  Common WD values shown above the table Next: W 400-800 mm

ehec.it | sales@ehec.it EHEC s.r.l.

https://ehec.it
mailto:sales@ehec.it


CIS SENSORS AND THERMAL PRINTHEADS
FOR OEMS AND MACHINE BUILDERS

03 / 26
AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 400-800 mm   |   2/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

400 18898 21 1200 13 16.8 1 N

400 9449 42.3 600 26 67 1 N

400 9449 42.3 600 51 131 1 N+

400 4725 84.6 300 53 271 1 N

400 4725 84.6 300 96 487 1 N+

400 3150 127 200 80 612 1 N

450 21260 21 1200 11 14 1 N

450 10630 42.3 600 45 115 1 N

450 10630 42.3 600 33 85 1 N+

450 5315 84.6 300 90 460 1 N

450 5315 84.6 300 59 302 1 N+

450 3544 127 200 125 952 1 N

550 25985 21 1200 18 20 1 N

550 12993 42.3 600 36 93 1 N

550 12993 42.3 600 33/59 85/151 1/2 N+

550 6497 84.6 300 73 374 1 N

550 6497 84.6 300 59/96 302/487 1/2 N+

550 4331 127 200 110 840 1 N

650 30709 21 1200 16 20 1 N

650 15355 42.3 600 32/58 82/148 1/2 N

650 15355 42.3 600 32/58 82/151 1/2 N+

650 7678 84.6 300 65/97 332/493 1/2 N

650 7678 84.6 300 59/96 302/487 1/2 N+

650 5119 127 200 98/125 747/952 1/2 N

800 37796 21 1200 13/16 16/20 1/2 N

800 18898 42.3 600 26/53 67/135 1/2 N

800 18898 42.3 600 25/51 65/131 1/2 N+

800 9449 84.6 300 53/97 271/493 1/2 N

800 9449 84.6 300 51/96 263/487 1/2 N+

800 6300 127 200 80/125 612/952 1/2 N

Monochrome  •  Common WD values shown above the table Next: W 940-1500 mm
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AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 940-1500 mm   |   3/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

940 44410 21 1200 11/16 14/20 1/2 N

940 22205 42.3 600 22/45 57/115 1/2 N

940 22205 42.3 600 22/33/59 56/85/151 1/2/3 N+

940 11103 84.6 300 45/90 230/460 1/2 N

940 11103 84.6 300 43/59/96 219/302/487 1/2/3 N+

940 7402 127 200 67/125 517/952 1/2 N

1100 51969 21 1200 8/16 10/20 1/2 N

1100 25985 42.3 600 19/36 48/93 1/2 N

1100 25985 42.3 600 19/33/56 49/85/143 1/2/3 N+

1100 12993 84.6 300 38/73 193/374 1/2 N

1100 12993 84.6 300 38/59/96 197/302/487 1/2/3 N+

1100 8662 127 200 57/110 434/840 1/2 N

1300 61418 21 1200 8/16 10/20 1/2 N

1300 30709 42.3 600 16/32/49 41/82/124 1/2/3 N

1300 30709 42.3 600 16/32/33 41/82/85 1/2/3 N+

1300 15355 84.6 300 32/65/97 166/332/493 1/2/3 N

1300 15355 84.6 300 32/59 166/302 1/2 N+

1300 10237 127 200 49/98/125 374/747/952 1/2/3 N

1400 66142 21 1200 7/14/16 9/18/20 1/2/3 N

1400 33071 42.3 600 15/29/45 38/74/115 1/2/3 N

1400 33071 42.3 600 15/29/33/56 38/75/85/143 1/2/3/4 N+

1400 16536 84.6 300 30/58/90 153/298/460 1/2/3 N

1400 16536 84.6 300 30/59/59/98 154/300/302/487 1/2/3/4 N+

1400 11024 127 200 45/88/125 345/673/952 1/2/3 N

1500 70867 21 1200 7/14/16 9/17/20 1/2/3 N

1500 35434 42.3 600 14/28/42 36/70/106 1/2/3 N

1500 35434 42.3 600 14/28/33/56 36/71/85/143 1/2/3/4 N+

1500 17717 84.6 300 28/56/84 145/285/427 1/2/3 N

1500 17717 84.6 300 28/56/59/96 143/286/302/487 1/2/3/4 N+

1500 11812 127 200 43/84/125 328/641/952 1/2/3 N

Monochrome  •  Common WD values shown above the table Next: W 1700-3000 mm
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AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 1700-3000 mm   |   4/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

1700 80315 21 1200 6/12/16 7/15/20 1/2/3 N

1700 40158 42.3 600 12/24/36 31/62/93 1/2/3 N

1700 40158 42.3 600 23/33 60/85 2/3 N+

1700 20079 84.6 300 25/49/73 127/249/374 1/2/3 N

1700 20079 84.6 300 43/59 219/302 2/3 N+

1700 13386 127 200 37/73/110 286/561/840 1/2/3 N

1800 85040 21 1200 5/11/16 7/14/20 1/2/3 N

1800 42520 42.3 600 11/23/34 29/59/87 1/2/3 N

1800 42520 42.3 600 23/33/51 58/85/143 2/3/5 N+

1800 21260 84.6 300 23/47/69 119/239/352 1/2/3 N

1800 21260 84.6 300 43/59/96 219/302/487 2/3/5 N+

1800 14174 127 200 35/70/103 269/539/791 1/2/3 N

1960 92599 21 1200 5/10/16/16 6/13/20/20 1/2/3/4 N

1960 46300 42.3 600 10/21/32/42 27/55/82/108 1/2/3/4 N

1960 46300 42.3 600 21/32/51 54/82/131 2/3/5 N+

1960 23150 84.6 300 21/43/65/84 110/221/332/427 1/2/3/4 N

1960 23150 84.6 300 42/59/96 217/302/487 2/3/5 N+

1960 15434 127 200 32/65/98/125 249/498/747/952 1/2/3/4 N

2200 103938 21 1200 4/8/14/16 6/10/17/20 1/2/3/4 N

2200 51969 42.3 600 9/19/28/36 24/48/70/93 1/2/3/4 N

2200 51969 42.3 600 19/28/33/56 49/71/85/143 2/3/4/6 N+

2200 25985 84.6 300 19/38/56/73 97/193/285/374 1/2/3/4 N

2200 25985 84.6 300 38/56/59/96 197/286/302/487 2/3/4/6 N+

2200 17323 127 200 29/57/84/110 220/434/641/840 1/2/3/4 N

3000 141733 21 1200 3/7/10/14/16 4/9/13/17/20 1/2/3/4/5 N

3000 70867 42.3 600 7/14/21/28/34 18/36/53/70/87 1/2/3/4/5 N

3000 70867 42.3 600 14/21/28/33/56 36/54/71/85/143 2/3/4/5/8 N+

3000 35434 84.6 300 14/28/42/56/69 72/145/213/285/352 1/2/3/4/5 N

3000 35434 84.6 300 28/42/56/59/96 143/217/286/302/487 2/3/4/5/8 N+

3000 23623 127 200 21/43/63/84/103 164/328/480/641/791 1/2/3/4/5 N

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Color Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

487 m/min
LINE FREQ.

96 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-345 mm   |   1/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 5 6 1 N

54 1276 42.3 600 19 49 1 N

54 1278 42.3 600 51 131 1 N+

54 638 84.6 300 32 164 1 N

54 638 84.6 300 96 487 1 N+

54 426 127 200 41 317 1 N

108 5103 21 1200 5 6 1 N

108 2552 42.3 600 19 49 1 N

108 2552 42.3 600 29 75 1 N+

108 1278 84.6 300 32 164 1 N

108 1276 84.6 300 59 300 1 N+

108 851 127 200 41 317 1 N

200 9449 21 1200 5 6 1 N

200 4725 42.3 600 17 45 1 N

200 4725 42.3 600 17 43 1 N+

200 2363 84.6 300 32 164 1 N

200 2363 84.6 300 34 175 1 N+

200 1575 127 200 41 317 1 N

310 14646 21 1200 5 6 1 N

310 7323 42.3 600 11 29 1 N

310 7323 42.3 600 23 58 1 N+

310 3662 84.6 300 23 117 1 N

310 3662 84.6 300 46 234 1 N+

310 2441 127 200 34 263 1 N

345 16300 21 1200 5 6 1 N

345 8150 42.3 600 10 26 1 N

345 8150 42.3 600 20 52 1 N+

345 4075 84.6 300 20 105 1 N

345 4075 84.6 300 41 210 1 N+

345 2717 127 200 31 235 1 N

Color  •  Common WD values shown above the table Next: W 400-800 mm
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AOI CIS  /  TECHNICAL DATA

BASE CONFIG

Camera Link Base
Color Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

487 m/min
LINE FREQ.

96 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 400-800 mm   |   2/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

400 18898 21 1200 4 5 1 N

400 9449 42.3 600 8 22 1 N

400 9449 42.3 600 17 43 1 N+

400 4725 84.6 300 17 90 1 N

400 4725 84.6 300 34 175 1 N+

400 3150 127 200 26 204 1 N

450 21260 21 1200 3 4 1 N

450 10630 42.3 600 7 19 1 N

450 10630 42.3 600 14 37 1 N+

450 5315 84.6 300 15 79 1 N

450 5315 84.6 300 29 150 1 N+

450 3544 127 200 23 179 1 N

550 25985 21 1200 5 6 1 N

550 12993 42.3 600 12 31 1 N

550 12993 42.3 600 13/25 33/65 1/2 N+

550 6497 84.6 300 24 124 1 N

550 6497 84.6 300 25/51 131/263 1/2 N+

550 4331 127 200 36 280 1 N

650 30709 21 1200 5 6 1 N

650 15355 42.3 600 10/19 27/49 1/2 N

650 15355 42.3 600 10/20 27/52 1/2 N+

650 7678 84.6 300 21/32 110/164 1/2 N

650 7678 84.6 300 21/41 111/210 1/2 N+

650 5119 127 200 32/41 249/317 1/2 N

800 37796 21 1200 4/5 5/6 1/2 N

800 18898 42.3 600 8/17 22/45 1/2 N

800 18898 42.3 600 8/17 21/43 1/2 N+

800 9449 84.6 300 17/32 90/164 1/2 N

800 9449 84.6 300 17/34 87/175 1/2 N+

800 6300 127 200 26/41 204/317 1/2 N

Color  •  Common WD values shown above the table Next: W 940-1500 mm
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BASE CONFIG

Camera Link Base
Color Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

487 m/min
LINE FREQ.

96 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 940-1500 mm   |   3/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

940 44410 21 1200 3/5 4/6 1/2 N

940 22205 42.3 600 7/15 19/38 1/2 N

940 22205 42.3 600 7/14/20 18/37/52 1/2/3 N+

940 11103 84.6 300 15/30 76/153 1/2 N

940 11103 84.6 300 14/29/41 75/150/210 1/2/3 N+

940 7402 127 200 22/41 172/317 1/2 N

1100 51969 21 1200 2/5 3/6 1/2 N

1100 25985 42.3 600 6/12 16/31 1/2 N

1100 25985 42.3 600 6/13/18 16/33/48 1/2/3 N+

1100 12993 84.6 300 12/24 64/124 1/2 N

1100 12993 84.6 300 13/25/37 66/131/191 1/2/3 N+

1100 8662 127 200 19/36 144/280 1/2 N

1300 61418 21 1200 2/5 3/6 1/2 N

1300 30709 42.3 600 5/10/16 13/27/41 1/2/3 N

1300 30709 42.3 600 5/10/16 13/27/40 1/2/3 N+

1300 15355 84.6 300 10/21/32 55/110/164 1/2/3 N

1300 15355 84.6 300 10/21/31 55/111/162 1/2/3 N+

1300 10237 127 200 16/32/41 124/249/317 1/2/3 N

1400 66142 21 1200 2/4 3/6 1/2 N

1400 33071 42.3 600 5/9/15 12/24/38 1/2/3 N

1400 33071 42.3 600 5/9/14/18 12/24/37/48 1/2/3/4 N+

1400 16536 84.6 300 10/19/30 51/99/153 1/2/3 N

1400 16536 84.6 300 10/19/29/37 51/100/150/191 1/2/3/4 N+

1400 11024 127 200 15/29/41 115/224/317 1/2/3 N

1500 70867 21 1200 2/4/5 3/5/6 1/2/3 N

1500 35434 42.3 600 4/9/14 12/23/35 1/2/3 N

1500 35434 42.3 600 4/9/13/18 12/24/34/48 1/2/3/4 N+

1500 17717 84.6 300 9/18/28 48/94/142 1/2/3 N

1500 17717 84.6 300 9/18/27/37 48/96/140/191 1/2/3/4 N+

1500 11812 127 200 14/28/41 109/213/317 1/2/3 N

Color  •  Common WD values shown above the table Next: W 1700-3000 mm
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BASE CONFIG

Camera Link Base
Color Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

487 m/min
LINE FREQ.

96 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 1700-3000 mm   |   4/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

1700 80315 21 1200 2/4/5 2/5/6 1/2/3 N

1700 40158 42.3 600 4/8/12 10/20/31 1/2/3 N

1700 40158 42.3 600 8/12 21/30 2/3 N+

1700 20079 84.6 300 8/16/24 42/82/124 1/2/3 N

1700 20079 84.6 300 16/24 84/124 2/3 N+

1700 13386 127 200 12/24/36 95/187/280 1/2/3 N

1800 85040 21 1200 1/3/5 2/4/6 1/2/3 N

1800 42520 42.3 600 3/7/11 9/19/29 1/2/3 N

1800 42520 42.3 600 7/11/14 19/28/37 2/3/5 N+

1800 21260 84.6 300 7/15/23 39/79/117 1/2/3 N

1800 21260 84.6 300 15/23/29 78/117/150 2/3/5 N+

1800 14174 127 200 11/23/34 89/179/263 1/2/3 N

1960 92599 21 1200 1/3/5 2/4/6 1/2/3 N

1960 46300 42.3 600 3/7/10/14 9/18/27/35 1/2/3/4 N

1960 46300 42.3 600 7/10/13/17 18/27/34/43 2/3/4/5 N+

1960 23150 84.6 300 7/14/21/28 36/73/110/142 1/2/3/4 N

1960 23150 84.6 300 14/21/27/34 72/111/140/175 2/3/4/5 N+

1960 15434 127 200 10/21/32/41 82/166/249/317 1/2/3/4 N

2200 103938 21 1200 1/2/4/5 2/3/5/6 1/2/3/4 N

2200 51969 42.3 600 3/6/9/12 8/16/23/31 1/2/3/4 N

2200 51969 42.3 600 6/9/13/18 16/24/33/48 2/3/4/6 N+

2200 25985 84.6 300 6/12/18/24 32/64/94/124 1/2/3/4 N

2200 25985 84.6 300 13/18/25/37 66/96/131/191 2/3/4/6 N+

2200 17323 127 200 9/19/28/36 73/144/213/280 1/2/3/4 N

3000 141733 21 1200 1/2/3/4/5 1/2/4/5/6 1/2/3/4/5 N

3000 70867 42.3 600 2/4/7/9/11 6/12/17/23/29 1/2/3/4/5 N

3000 70867 42.3 600 4/7/9/11/18 12/18/24/28/48 2/3/4/5/8 N+

3000 35434 84.6 300 4/9/14/18/23 24/48/70/94/117 1/2/3/4/5 N

3000 35434 84.6 300 9/14/18/23/37 48/72/96/117/191 2/3/4/5/8 N+

3000 23623 127 200 7/14/21/28/34 54/109/160/213/263 1/2/3/4/5 N

Color  •  Common WD values shown above the table End of section
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FULL CONFIG

Camera Link Full
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-345 mm   |   1/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 16 20 1 N

54 1276 42.3 600 58 148 1 N

54 1276 42.3 600 59 150 1 N+

54 638 84.6 300 97 493 1 N

54 638 84.6 300 95 486 1 N+

54 426 127 200 125 952 1 N

108 5103 21 1200 16 20 1 N

108 2552 42.3 600 58 148 1 N

108 2552 42.3 600 59 150 1 N+

108 1276 84.6 300 97 493 1 N

108 1276 84.6 300 95 486 1 N+

108 851 127 200 125 952 1 N

200 9449 21 1200 16 20 1 N

200 4725 42.3 600 58 148 1 N

200 4725 42.3 600 59 150 1 N+

200 2363 84.6 300 97 493 1 N

200 2363 84.6 300 95 486 1 N+

200 1575 127 200 125 952 1 N

310 14646 21 1200 16 20 1 N

310 7323 42.3 600 58 148 1 N

310 7323 42.3 600 59 150 1 N+

310 3662 84.6 300 97 493 1 N

310 3662 84.6 300 95 486 1 N+

310 2441 127 200 125 952 1 N

345 16300 21 1200 16 20 1 N

345 8150 42.3 600 58 148 1 N

345 8150 42.3 600 59 150 1 N+

345 4075 84.6 300 97 493 1 N

345 4075 84.6 300 95 486 1 N+

345 2717 127 200 125 952 1 N

Monochrome  •  Common WD values shown above the table Next: W 400-800 mm

ehec.it | sales@ehec.it EHEC s.r.l.

https://ehec.it
mailto:sales@ehec.it


CIS SENSORS AND THERMAL PRINTHEADS
FOR OEMS AND MACHINE BUILDERS

11 / 26
AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 400-800 mm   |   2/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

400 18898 21 1200 16 20 1 N

400 9449 42.3 600 58 148 1 N

400 9449 42.3 600 59 150 1 N+

400 4725 84.6 300 97 493 1 N

400 4725 84.6 300 95 486 1 N+

400 3150 127 200 125 952 1 N

450 21260 21 1200 16 20 1 N

450 10630 42.3 600 58 148 1 N

450 10630 42.3 600 59 150 1 N+

450 5315 84.6 300 97 493 1 N

450 5315 84.6 300 95 486 1 N+

450 3544 127 200 125 952 1 N

550 25985 21 1200 8/16 10/20 1/2 N

550 12993 42.3 600 32/58 82/148 1/2 N

550 12993 42.3 600 51/59 131/150 1/2 N+

550 6497 84.6 300 58/97 298/493 1/2 N

550 6497 84.6 300 95 488 1 N+

550 4331 127 200 80/125 609/952 1/2 N

650 30709 21 1200 8/16 10/20 1/2 N

650 15355 42.3 600 32/58 82/148 1/2 N

650 15355 42.3 600 43/59 110/150 1/2 N+

650 7678 84.6 300 58/97 298/493 1/2 N

650 7678 84.6 300 86/95 440/486 1/2 N+

650 5119 127 200 80/125 609/952 1/2 N

800 37796 21 1200 8/16 10/20 1/2 N

800 18898 42.3 600 32/58 82/148 1/2 N

800 18898 42.3 600 35/59 89/150 1/2 N+

800 9449 84.6 300 58/97 298/493 1/2 N

800 9449 84.6 300 70/95 357/486 1/2 N+

800 6300 127 200 80/125 609/952 1/2 N

Monochrome  •  Common WD values shown above the table Next: W 940-1500 mm
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AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 940-1500 mm   |   3/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

940 44410 21 1200 8/16 10/20 1/2 N

940 22205 42.3 600 30/58 76/148 1/2 N

940 22205 42.3 600 30/59 76/150 1/2 N+

940 11103 84.6 300 58/97 298/493 1/2 N

940 11103 84.6 300 59/95 301/486 1/2 N+

940 7402 127 200 80/125 609/952 1/2 N

1100 51969 21 1200 5/8/16 7/10/20 1/2/3 N

1100 25985 42.3 600 22/32/58 57/82/148 1/2/3 N

1100 25985 42.3 600 25/51/59 65/131/150 1/2/3 N+

1100 12993 84.6 300 42/58/97 213/298/493 1/2/3 N

1100 12993 84.6 300 51/95 262/486 1/2 N+

1100 8662 127 200 58/80/125 447/609/952 1/2/3 N

1300 61418 21 1200 5/8/16 7/10/20 1/2/3 N

1300 30709 42.3 600 21/32/58 55/82/148 1/2/3 N

1300 30709 42.3 600 21/43/59 55/110/150 1/2/3 N+

1300 15355 84.6 300 42/58/97 213/298/493 1/2/3 N

1300 15355 84.6 300 43/86/95 221/440/486 1/2/3 N+

1300 10237 127 200 58/80/125 447/609/952 1/2/3 N

1400 66142 21 1200 5/8/16 7/10/20 1/2/3 N

1400 33071 42.3 600 20/32/58 51/82/148 1/2/3 N

1400 33071 42.3 600 20/40/59 51/102/150 1/2/3 N+

1400 16536 84.6 300 40/58/97 207/298/493 1/2/3 N

1400 16536 84.6 300 40/80/95 207/409/486 1/2/3 N+

1400 11024 127 200 58/80/125 447/609/952 1/2/3 N

1500 70867 21 1200 5/8/16 7/10/20 1/2/3 N

1500 35434 42.3 600 19/32/56 48/82/142 1/2/3 N

1500 35434 42.3 600 19/37/57 48/95/144 1/2/3 N+

1500 17717 84.6 300 38/58/97 194/298/493 1/2/3 N

1500 17717 84.6 300 38/75/95 193/381/486 1/2/3 N+

1500 11812 127 200 57/80/125 438/609/952 1/2/3 N

Monochrome  •  Common WD values shown above the table Next: W 1700-3000 mm
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AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

1200
MAX SPEED

952 m/min
LINE FREQ.

125 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 1700-3000 mm   |   4/4

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

1700 80315 21 1200 4/8/16 5/10/20 1/2/4 N

1700 40158 42.3 600 16/32/58 42/82/148 1/2/4 N

1700 40158 42.3 600 16/33/59 42/84/150 1/2/4 N+

1700 20079 84.6 300 32/58/97 166/298/493 1/2/4 N

1700 20079 84.6 300 33/59/95 169/301/486 1/2/4 N+

1700 13386 127 200 46/80/125 353/609/952 1/2/4 N

1800 85040 21 1200 4/8/16 5/10/20 1/2/4 N

1800 42520 42.3 600 15/31/58 40/79/148 1/2/4 N

1800 42520 42.3 600 15/31/47/59 40/79/120/150 1/2/3/4 N+

1800 21260 84.6 300 31/58/97 161/298/493 1/2/4 N

1800 21260 84.6 300 31/62/94/95 160/317/477/486 1/2/3/4 N+

1800 14174 127 200 46/80/125 353/609/952 1/2/4 N

1960 92599 21 1200 4/8/16 5/10/20 1/2/4 N

1960 46300 42.3 600 14/29/58 36/73/147 1/2/4 N

1960 46300 42.3 600 14/29/43/57/59 36/73/110/144/150 1/2/3/4/5 N+

1960 23150 84.6 300 29/58/97 147/295/493 1/2/4 N

1960 23150 84.6 300 29/58/86/95 147/294/440/486 1/2/3/4 N+

1960 15434 127 200 43/80/125 332/609/952 1/2/4 N

2200 103938 21 1200 5/8/16 7/10/20 2/3/5 N

2200 51969 42.3 600 22/32/58 57/82/148 2/3/5 N

2200 51969 42.3 600 25/38/51/59 65/97/131/150 2/3/4/5 N+

2200 25985 84.6 300 42/58/97 213/298/493 2/3/5 N

2200 25985 84.6 300 51/76/95 262/389/486 2/3/4 N+

2200 17323 127 200 58/80/125 447/609/952 2/3/5 N

3000 141733 21 1200 5/8/16 7/10/20 2/3/6 N

3000 70867 42.3 600 19/28/32/56/58 48/72/82/142/148 2/3/4/6/7 N

3000 70867 42.3 600 19/28/37/47/57 48/72/95/120/144 2/3/4/5/6 N+

3000 35434 84.6 300 38/57/58/97 194/289/298/493 2/3/4/6 N

3000 35434 84.6 300 38/57/75/94/95 193/289/381/477/486 2/3/4/5/6 N+

3000 23623 127 200 57/80/125 438/609/952 2/3/6 N

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Color Version

COVERAGE

54-1960 mm
MAX DPI

1200
MAX SPEED

486 m/min
LINE FREQ.

95 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-400 mm   |   1/3

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 5 6 1 N
54 1276 42.3 600 19 49 1 N
54 1276 42.3 600 59 150 1 N+
54 638 84.6 300 32 164 1 N
54 638 84.6 300 95 486 1 N+
54 426 127 200 41 317 1 N

108 5103 21 1200 5 6 1 N
108 2552 42.3 600 19 49 1 N
108 2552 42.3 600 59 150 1 N+
108 1276 84.6 300 32 164 1 N
108 1276 84.6 300 95 486 1 N+
108 851 127 200 41 317 1 N
200 9449 21 1200 5 6 1 N
200 4725 42.3 600 19 49 1 N
200 4725 42.3 600 46 116 1 N+
200 2363 84.6 300 32 164 1 N
200 2363 84.6 300 91 465 1 N+
200 1575 127 200 41 317 1 N
310 14646 21 1200 5 6 1 N
310 7323 42.3 600 19 49 1 N
310 7323 42.3 600 30/59 78/150 1/2 N+
310 3662 84.6 300 32 164 1 N
310 3662 84.6 300 61/95 311/486 1/2 N+
310 2441 127 200 41 317 1 N
345 16300 21 1200 5 6 1 N
345 8150 42.3 600 19 49 1 N
345 8150 42.3 600 27/55 70/139 1/2 N+
345 4075 84.6 300 32 164 1 N
345 4075 84.6 300 55/95 280/486 1/2 N+
345 2717 127 200 41 317 1 N
400 18898 21 1200 5 6 1 N
400 9449 42.3 600 19 49 1 N
400 9449 42.3 600 23/46 58/116 1/2 N+
400 4725 84.6 300 32 164 1 N
400 4725 84.6 300 46/91 233/465 1/2 N+
400 3150 127 200 41 317 1 N

Color  •  Common WD values shown above the table Next: W 450-1100 mm
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AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Color Version

COVERAGE

54-1960 mm
MAX DPI

1200
MAX SPEED

486 m/min
LINE FREQ.

95 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 450-1100 mm   |   2/3

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

450 21260 21 1200 5 6 1 N
450 10630 42.3 600 19 49 1 N
450 10630 42.3 600 20/39 51/100 1/2 N+
450 5315 84.6 300 32 164 1 N
450 5315 84.6 300 40/78 207/399 1/2 N+
450 3544 127 200 41 317 1 N
550 25985 21 1200 2/5 3/6 1/2 N
550 12993 42.3 600 10/19 27/49 1/2 N
550 12993 42.3 600 17/34/50 43/87/127 1/2/3 N+
550 6497 84.6 300 19/32 99/164 1/2 N
550 6497 84.6 300 34/68/95 175/349/486 1/2/3 N+
550 4331 127 200 26/41 202/317 1/2 N
650 30709 21 1200 2/5 3/6 1/2 N
650 15355 42.3 600 10/19 27/49 1/2 N
650 15355 42.3 600 14/29/42 36/73/107 1/2/3 N+
650 7678 84.6 300 19/32 99/164 1/2 N
650 7678 84.6 300 29/58/84 147/294/429 1/2/3 N+
650 5119 127 200 26/41 202/317 1/2 N
800 37796 21 1200 2/5 3/6 1/2 N
800 18898 42.3 600 10/19 27/49 1/2 N
800 18898 42.3 600 11/23/34/46 28/58/87/116 1/2/3/4 N+
800 9449 84.6 300 19/32 99/164 1/2 N
800 9449 84.6 300 23/46/68/91 117/233/349/465 1/2/3/4 N+
800 6300 127 200 26/41 202/317 1/2 N
940 44410 21 1200 2/5 3/6 1/2 N
940 22205 42.3 600 9/19 24/49 1/2 N
940 22205 42.3 600 19/29/39 49/73/100 2/3/4 N+
940 11103 84.6 300 19/32 98/164 1/2 N
940 11103 84.6 300 39/58/78 200/294/399 2/3/4 N+
940 7402 127 200 26/41 202/317 1/2 N

1100 51969 21 1200 1/2/5 2/3/6 1/2/3 N
1100 25985 42.3 600 7/10/19 19/27/49 1/2/3 N
1100 25985 42.3 600 17/25/34 43/63/87 2/3/4 N+
1100 12993 84.6 300 14/19/32 70/99/164 1/2/3 N
1100 12993 84.6 300 34/50/68 175/255/349 2/3/4 N+
1100 8662 127 200 19/26/41 148/202/317 1/2/3 N

Color  •  Common WD values shown above the table Next: W 1300-1960 mm
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AOI CIS  /  TECHNICAL DATA

FULL CONFIG

Camera Link Full
Color Version

COVERAGE

54-1960 mm
MAX DPI

1200
MAX SPEED

486 m/min
LINE FREQ.

95 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 1300-1960 mm   |   3/3

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

1300 61418 21 1200 1/2/5 2/3/6 1/2/3 N
1300 30709 42.3 600 7/10/19 18/27/49 1/2/3 N
1300 30709 42.3 600 14/21/29/34 36/54/73/87 2/3/4/5 N+
1300 15355 84.6 300 14/19/32 70/99/164 1/2/3 N
1300 15355 84.6 300 29/42/58/68 147/215/294/349 2/3/4/5 N+
1300 10237 127 200 19/26/41 148/202/317 1/2/3 N
1400 66142 21 1200 1/2/5 2/3/6 1/2/3 N
1400 33071 42.3 600 6/10/19 17/27/49 1/2/3 N
1400 33071 42.3 600 13/20/26/32 34/51/66/82 2/3/4/5 N+
1400 16536 84.6 300 13/19/32 69/99/164 1/2/3 N
1400 16536 84.6 300 27/40/52/64 136/207/266/329 2/3/4/5 N+
1400 11024 127 200 19/26/41 148/202/317 1/2/3 N
1500 70867 21 1200 1/2/5 2/3/6 1/2/3 N
1500 35434 42.3 600 6/10/18/19 16/27/47/49 1/2/3/4 N
1500 35434 42.3 600 12/19/25/30/36 31/48/63/78/93 2/3/4/5/6 N+
1500 17717 84.6 300 12/19/32 64/99/164 1/2/3 N
1500 17717 84.6 300 25/38/50/61/73 127/193/255/311/372 2/3/4/5/6 N+
1500 11812 127 200 19/26/41 145/202/317 1/2/3 N
1700 80315 21 1200 2/5 3/6 2/4 N
1700 40158 42.3 600 10/19 27/49 2/4 N
1700 40158 42.3 600 16/22/27/32/36 42/55/70/82/93 3/4/5/6/7 N+
1700 20079 84.6 300 19/32 99/164 2/4 N
1700 20079 84.6 300 33/44/55/64/73 169/224/280/329/372 3/4/5/6/7 N+
1700 13386 127 200 26/41 202/317 2/4 N
1800 85040 21 1200 2/5 3/6 2/4 N
1800 42520 42.3 600 10/19 27/49 2/4 N
1800 42520 42.3 600 15/20/26/30/36/39 40/51/66/78/93/100 3/4/5/6/7/8 N+
1800 21260 84.6 300 19/32 99/164 2/4 N
1800 21260 84.6 300 31/40/52/61/73/78 157/203/264/310/371/396 3/4/5/6/7/8 N+
1960 92599 21 1200 2/5 3/6 2/4 N
1960 46300 42.3 600 9/10/19 24/27/49 2/3/4 N
1960 46300 42.3 600 14/19/24/29/32/36 36/48/60/73/82/93 3/4/5/6/7/8 N+
1960 23150 84.6 300 19/19/32 98/99/164 2/3/4 N
1960 23150 84.6 300 29/38/48/58/64/73 147/193/244/295/325/371 3/4/5/6/7/8 N+

Color  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

CXP 1.1

CoaXPress 1.1
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

600
MAX SPEED

540 m/min
LINE FREQ.

106 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-3000 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1276 42.3 600 65 168 1 N+
54 638 84.6 300 106 540 1 N+

108 2552 42.3 600 65 166 1 N+
108 1276 84.6 300 106 540 1 N+
200 4725 42.3 600 65 166 1 N+
200 2363 84.6 300 106 540 1 N+
310 7322 42.3 600 65 168 1 N+
310 3661 84.6 300 106 540 1 N+
345 8150 42.3 600 65 166 1 N+
345 4075 84.6 300 106 540 1 N+
400 9449 42.3 600 65 168 1 N+
400 4725 84.6 300 106 540 1 N+
450 10630 42.3 600 65 166 1 N+
450 5315 84.6 300 106 540 1 N+
550 12993 42.3 600 65 166 1 N+
550 6497 84.6 300 106 540 1 N+
650 15354 42.3 600 65 168 1 N+
650 7677 84.6 300 106 540 1 N+
800 18898 42.3 600 65 166 1 N+
800 9449 84.6 300 106 540 1 N+
940 22205 42.3 600 37/65 94/166 1/2 N+
940 11103 84.6 300 65/106 333/540 1/2 N+

1100 25985 42.3 600 37/65 94/166 1/2 N+
1100 12993 84.6 300 65/106 333/540 1/2 N+
1300 30709 42.3 600 37/65 94/166 1/2 N+
1300 15355 84.6 300 65/106 333/540 1/2 N+
1400 33071 42.3 600 37/65 94/166 1/2 N+
1400 16536 84.6 300 65/106 333/540 1/2 N+
1500 35433 42.3 600 37/65 94/166 1/2 N+
1500 17717 84.6 300 65/106 333/540 1/2 N+
1700 40158 42.3 600 37/65 94/166 1/2 N+
1700 20079 84.6 300 65/106 333/540 1/2 N+
1800 42520 42.3 600 37/65 94/166 1/2 N+
1800 21260 84.6 300 65/106 333/540 1/2 N+
1960 46300 42.3 600 37/65 94/166 2/3 N+
1960 23150 84.6 300 65/106 333/540 2/3 N+
2200 51969 42.3 600 37/65 94/166 2/3 N+
2200 25984 84.6 300 65/106 333/540 2/3 N+
3000 70867 42.3 600 37/65 94/166 2/4 N+
3000 35434 84.6 300 65/106 333/540 2/4 N+

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

CXP 1.1

CoaXPress 1.1
Color Version

COVERAGE

54-3000 mm
MAX DPI

600
MAX SPEED

540 m/min
LINE FREQ.

106 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-3000 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1276 42.3 600 65 166 1 N+
54 638 84.6 300 106 540 1 N+

108 2552 42.3 600 65 168 1 N+
108 1276 84.6 300 106 540 1 N+
200 4725 42.3 600 65 166 1 N+
200 2363 84.6 300 106 540 1 N+
310 7322 42.3 600 65 168 1 N+
310 3661 84.6 300 106 540 1 N+
345 8150 42.3 600 37/65 94/166 1/2 N+
345 4075 84.6 300 65/106 333/540 1/2 N+
400 9449 42.3 600 37/65 94/166 1/2 N+
400 4725 84.6 300 65/106 333/540 1/2 N+
450 10630 42.3 600 37/65 94/166 1/2 N+
450 5315 84.6 300 65/106 333/540 1/2 N+
550 12993 42.3 600 37/65 94/166 1/2 N+
550 6497 84.6 300 65/106 333/540 1/2 N+
650 15354 42.3 600 37/65 94/166 2/3 N+
650 7677 84.6 300 65/106 333/540 2/3 N+
800 18898 42.3 600 37/65 94/166 2/3 N+
800 9449 84.6 300 65/106 333/540 2/3 N+
940 22205 42.3 600 37/65 94/166 2/4 N+
940 11103 84.6 300 65/106 333/540 2/4 N+

1100 25985 42.3 600 37/65 94/166 2/4 N+
1100 12993 84.6 300 65/106 333/540 2/4 N+
1300 30709 42.3 600 37/65 94/166 3/5 N+
1300 15355 84.6 300 65/106 333/540 3/5 N+
1400 33071 42.3 600 37/65 94/166 3/5 N+
1400 16536 84.6 300 65/106 333/540 3/5 N+
1500 35433 42.3 600 37/65 94/166 3/5 N+
1500 17717 84.6 300 65/106 333/540 3/5 N+
1700 40158 42.3 600 37/65 94/166 3/6 N+
1700 20079 84.6 300 65/106 333/540 3/6 N+
1800 42520 42.3 600 37/65 94/166 3/6 N+
1800 21260 84.6 300 65/106 333/540 3/6 N+
1960 46300 42.3 600 37/65 94/166 4/7 N+
1960 23150 84.6 300 65/106 333/540 4/7 N+
2200 51969 42.3 600 37/65 94/166 4/8 N+
2200 25984 84.6 300 65/106 333/540 4/8 N+
3000 70867 42.3 600 37/65 94/166 5/10 N+
3000 35434 84.6 300 65/106 333/540 5/10 N+

Color  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

CXP 2.0

CoaXPress 2.0
Monochrome Version

COVERAGE

54-3000 mm
MAX DPI

600
MAX SPEED

736 m/min
LINE FREQ.

145 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-3000 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1276 42.3 600 91 231 1 N+
54 638 84.6 300 145 736 1 N+

108 2552 42.3 600 91 231 1 N+
108 1276 84.6 300 145 736 1 N+
200 4725 42.3 600 91 231 1 N+
200 2363 84.6 300 145 736 1 N+
310 7322 42.3 600 91 231 1 N+
310 3661 84.6 300 145 736 1 N+
345 8150 42.3 600 91 231 1 N+
345 4075 84.6 300 145 736 1 N+
400 9449 42.3 600 91 231 1 N+
400 4725 84.6 300 145 736 1 N+
450 10630 42.3 600 91 231 1 N+
450 5315 84.6 300 145 736 1 N+
550 12993 42.3 600 91 231 1 N+
550 6497 84.6 300 145 736 1 N+
650 15354 42.3 600 91 231 1 N+
650 7677 84.6 300 145 736 1 N+
800 18898 42.3 600 91 231 1 N+
800 9449 84.6 300 145 736 1 N+
940 22205 42.3 600 91 231 1 N+
940 11103 84.6 300 145 736 1 N+

1100 25985 42.3 600 91 231 1 N+
1100 12993 84.6 300 145 736 1 N+
1300 30709 42.3 600 91 231 1 N+
1300 15355 84.6 300 145 736 1 N+
1400 33071 42.3 600 91 231 1 N+
1400 16536 84.6 300 145 736 1 N+
1500 35433 42.3 600 91 231 1 N+
1500 17717 84.6 300 145 736 1 N+
1700 40158 42.3 600 91 231 1 N+
1700 20079 84.6 300 145 736 1 N+
1800 42520 42.3 600 91 231 1 N+
1800 21260 84.6 300 145 736 1 N+
1960 46300 42.3 600 52/91 132/231 1/2 N+
1960 23150 84.6 300 91/145 472/736 1/2 N+
2200 51969 42.3 600 52/91 132/231 1/2 N+
2200 25984 84.6 300 91/145 472/736 1/2 N+
3000 70867 42.3 600 52/91 132/231 1/2 N+
3000 35434 84.6 300 91/145 472/736 1/2 N+

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

CXP 2.0

CoaXPress 2.0
Color Version

COVERAGE

54-3000 mm
MAX DPI

600
MAX SPEED

736 m/min
LINE FREQ.

149 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-3000 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1276 42.3 600 91 231 1 N+
54 638 84.6 300 145 736 1 N+

108 2552 42.3 600 91 231 1 N+
108 1276 84.6 300 145 736 1 N+
200 4725 42.3 600 91 231 1 N+
200 2363 84.6 300 145 736 1 N+
310 7322 42.3 600 91 231 1 N+
310 3661 84.6 300 145 736 1 N+
345 8150 42.3 600 91 231 1 N+
345 4075 84.6 300 145 736 1 N+
400 9449 42.3 600 91 231 1 N+
400 4725 84.6 300 145 736 1 N+
450 10630 42.3 600 91 231 1 N+
450 5315 84.6 300 145 736 1 N+
550 12993 42.3 600 91 231 1 N+
550 6497 84.6 300 145 736 1 N+
650 15354 42.3 600 52/91 132/231 1/2 N+
650 7677 84.6 300 91/145 472/736 1/2 N+
800 18898 42.3 600 52/91 132/231 1/2 N+
800 9449 84.6 300 91/145 472/736 1/2 N+
940 22205 42.3 600 52/91 132/231 1/2 N+
940 11103 84.6 300 91/145 472/736 1/2 N+

1100 25985 42.3 600 52/91 132/231 1/2 N+
1100 12993 84.6 300 91/145 472/736 1/2 N+
1300 30709 42.3 600 52/91 132/231 2/3 N+
1300 15355 84.6 300 91/145 472/736 2/3 N+
1400 33071 42.3 600 52/91 132/231 2/3 N+
1400 16536 84.6 300 91/145 472/736 2/3 N+
1500 35433 42.3 600 52/91 132/231 2/3 N+
1500 17717 84.6 300 91/145 472/736 2/3 N+
1700 40158 42.3 600 52/91 132/231 2/3 N+
1700 20079 84.6 300 91/145 472/736 2/3 N+
1800 42520 42.3 600 52/91 132/231 2/3 N+
1800 21260 84.6 300 91/145 472/736 2/3 N+
1960 46300 42.3 600 52/91 132/231 2/4 N+
1960 23150 84.6 300 91/145 472/736 2/4 N+
2200 51969 42.3 600 52/91 132/231 2/4 N+
2200 25984 84.6 300 91/145 472/736 2/4 N+
3000 70867 42.3 600 53/93 132/231 3/6 N+
3000 35434 84.6 300 93/149 472/736 3/6 N+

Color  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

10G ETHERNET

10GigE
Monochrome Version

COVERAGE

54-1960 mm
MAX DPI

600
MAX SPEED

1030 m/min
LINE FREQ.

136 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-650 mm   |   1/2

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1296 42.3 600 61 150 1 N

54 648 84.6 300 104 522 1 N

54 432 127 200 136 1030 1 N

108 2592 42.3 600 61 150 1 N

108 1296 84.6 300 104 522 1 N

108 864 127 200 136 1030 1 N

200 4752 42.3 600 61 150 1 N

200 2376 84.6 300 104 522 1 N

200 1584 127 200 136 1030 1 N

310 7344 42.3 600 61 150 1 N

310 3672 84.6 300 104 522 1 N

310 2448 127 200 136 1030 1 N

345 8208 42.3 600 61 150 1 N

345 4104 84.6 300 104 522 1 N

345 2736 127 200 136 1030 1 N

400 9504 42.3 600 61 150 1 N

400 4752 84.6 300 104 522 1 N

400 3168 127 200 136 1030 1 N

450 10800 42.3 600 61 150 1 N

450 5400 84.6 300 104 522 1 N

450 3600 127 200 136 1030 1 N

550 13392 42.3 600 61 150 1 N

550 6696 84.6 300 104 522 1 N

550 4464 127 200 136 1030 1 N

650 15552 42.3 600 61 150 1 N

650 7776 84.6 300 104 522 1 N

650 5184 127 200 136 1030 1 N

Monochrome  •  Common WD values shown above the table Next: W 800-1960 mm
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AOI CIS  /  TECHNICAL DATA

10G ETHERNET

10GigE
Monochrome Version

COVERAGE

54-1960 mm
MAX DPI

600
MAX SPEED

1030 m/min
LINE FREQ.

136 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 800-1960 mm   |   2/2

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

800 19008 42.3 600 57 140 1 N

800 9504 84.6 300 104 522 1 N

800 6336 127 200 136 1030 1 N

940 22464 42.3 600 45 115 1 N

940 11232 84.6 300 97 493 1 N

940 7488 127 200 135 1030 1 N

1100 26784 42.3 600 33 81 1 N

1100 13392 84.6 300 61 305 1 N

1100 8928 127 200 84 640 1 N

1300 31104 42.3 600 33 81 1 N

1300 15552 84.6 300 61 310 1 N

1300 10368 127 200 84 640 1 N

1400 33696 42.3 600 31 78 1 N

1400 16848 84.6 300 61 310 1 N

1400 11232 127 200 84 640 1 N

1500 36288 42.3 600 29 73 1 N

1500 18144 84.6 300 61 310 1 N

1500 12096 127 200 84 640 1 N

1700 40608 42.3 600 27 66 1 N

1700 20304 84.6 300 53 269 1 N

1700 13536 127 200 78 600 1 N

1800 43200 42.3 600 25 61 1 N

1800 21600 84.6 300 49 249 1 N

1800 14400 127 200 73 558 1 N

1960 46656 42.3 600 23 56 1 N

1960 23328 84.6 300 45 228 1 N

1960 15552 127 200 68 518 1 N

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

10G ETHERNET

10GigE
Color Version

COVERAGE

54-1960 mm
MAX DPI

600
MAX SPEED

344 m/min
LINE FREQ.

45 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-650 mm   |   1/2

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 1296 42.3 600 20 50 1 N

54 648 84.6 300 34 175 1 N

54 432 127 200 45 344 1 N

108 2592 42.3 600 20 50 1 N

108 1296 84.6 300 34 175 1 N

108 864 127 200 45 344 1 N

200 4752 42.3 600 20 50 1 N

200 2376 84.6 300 34 175 1 N

200 1584 127 200 45 344 1 N

310 7344 42.3 600 20 50 1 N

310 3672 84.6 300 34 175 1 N

310 2448 127 200 45 344 1 N

345 8208 42.3 600 20 50 1 N

345 4104 84.6 300 34 175 1 N

345 2736 127 200 45 344 1 N

400 9504 42.3 600 20 50 1 N

400 4752 84.6 300 34 175 1 N

400 3168 127 200 45 344 1 N

450 10800 42.3 600 20 50 1 N

450 5400 84.6 300 34 175 1 N

450 3600 127 200 45 344 1 N

550 13392 42.3 600 20 50 1 N

550 6696 84.6 300 34 175 1 N

550 4464 127 200 45 344 1 N

650 15552 42.3 600 20 50 1 N

650 7776 84.6 300 34 175 1 N

650 5184 127 200 45 344 1 N

Color  •  Common WD values shown above the table Next: W 800-1960 mm

ehec.it | sales@ehec.it EHEC s.r.l.

https://ehec.it
mailto:sales@ehec.it


CIS SENSORS AND THERMAL PRINTHEADS
FOR OEMS AND MACHINE BUILDERS

24 / 26
AOI CIS  /  TECHNICAL DATA

10G ETHERNET

10GigE
Color Version

COVERAGE

54-1960 mm
MAX DPI

600
MAX SPEED

344 m/min
LINE FREQ.

45 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 800-1960 mm   |   2/2

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

800 19008 42.3 600 19 48 1 N

800 9504 84.6 300 34 175 1 N

800 6336 127 200 45 344 1 N

940 22464 42.3 600 15 38 1 N

940 11232 84.6 300 32 164 1 N

940 7488 127 200 45 344 1 N

1100 26784 42.3 600 11 27 1 N

1100 13392 84.6 300 20 103 1 N

1100 8928 127 200 28 213 1 N

1300 31104 42.3 600 11 27 1 N

1300 15552 84.6 300 20 103 1 N

1300 10368 127 200 28 213 1 N

1400 33696 42.3 600 10 24 1 N

1400 16848 84.6 300 20 103 1 N

1400 11232 127 200 28 213 1 N

1500 36288 42.3 600 9 24 1 N

1500 18144 84.6 300 20 103 1 N

1500 12096 127 200 28 213 1 N

1700 40608 42.3 600 9 22 1 N

1700 20304 84.6 300 17 90 1 N

1700 13536 127 200 26 200 1 N

1800 43200 42.3 600 8 20 1 N

1800 21600 84.6 300 16 83 1 N

1800 14400 127 200 24 185 1 N

1960 46656 42.3 600 7 18 1 N

1960 23328 84.6 300 15 76 1 N

1960 15552 127 200 22 172 1 N

Color  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

USB 3.0

USB3.0
Monochrome Version

COVERAGE

54-940 mm
MAX DPI

1200
MAX SPEED

630 m/min
LINE FREQ.

82 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-940 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 22 28 1 N
54 1276 42.3 600 40 102 1 N
54 638 84.6 300 65 332 1 N
54 426 127 200 82 630 1 N

108 5104 21 1200 22 28 1 N
108 2552 42.3 600 40 102 1 N
108 1276 84.6 300 65 332 1 N
108 851 127 200 82 630 1 N
200 9450 21 1200 12 15 1 N
200 4725 42.3 600 22 57 1 N
200 2363 84.6 300 40 204 1 N
200 1575 127 200 54 412 1 N
310 14644 21 1200 8 10 1 N
310 7322 42.3 600 15 40 1 N
310 3661 84.6 300 28 147 1 N
310 2441 127 200 40 306 1 N
345 16300 21 1200 6 7 1 N
345 8150 42.3 600 12 30 1 N
345 4075 84.6 300 22 115 1 N
345 2717 127 200 31 243 1 N
400 18898 21 1200 6 7 1 N
400 9449 42.3 600 12 30 1 N
400 4725 84.6 300 22 115 1 N
400 3150 127 200 31 243 1 N
450 21260 21 1200 5 6 1 N
450 10630 42.3 600 9 24 1 N
450 5315 84.6 300 18 94 1 N
450 3544 127 200 26 202 1 N
550 12993 42.3 600 8 21 1 N
550 6497 84.6 300 15 80 1 N
550 4331 127 200 22 172 1 N
650 15354 42.3 600 8 21 1 N
650 7677 84.6 300 15 80 1 N
650 5118 127 200 22 172 1 N
800 18898 42.3 600 6 15 1 N
800 9449 84.6 300 12 61 1 N
800 6300 127 200 17 133 1 N
940 22205 42.3 600 5 14 1 N
940 11103 84.6 300 10 55 1 N
940 7402 127 200 15 120 1 N

Monochrome  •  Common WD values shown above the table End of section
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AOI CIS  /  TECHNICAL DATA

USB 3.0

USB3.0
Color Version

COVERAGE

54-940 mm
MAX DPI

1200
MAX SPEED

210 m/min
LINE FREQ.

27 kHz

WD [mm] 3.5 / 8 / 14.8 / 17.2 / 29.3 (all rows) W 54-940 mm   |   1/1

W (mm) Pixels Px (µm) DPI kHz m/min Link Type

54 2552 21 1200 7 9 1 N
54 1276 42.3 600 13 34 1 N
54 638 84.6 300 21 110 1 N
54 426 127 200 27 210 1 N

108 5104 21 1200 7 9 1 N
108 2552 42.3 600 13 34 1 N
108 1276 84.6 300 21 110 1 N
108 851 127 200 27 210 1 N
200 9450 21 1200 4 5 1 N
200 4725 42.3 600 7 19 1 N
200 2363 84.6 300 13 68 1 N
200 1575 127 200 18 137 1 N
310 14644 21 1200 2 3 1 N
310 7322 42.3 600 5 13 1 N
310 3661 84.6 300 9 49 1 N
310 2441 127 200 13 102 1 N
345 16300 21 1200 2 2 1 N
345 8150 42.3 600 4 10 1 N
345 4075 84.6 300 7 38 1 N
345 2717 127 200 10 81 1 N
400 18898 21 1200 2 2 1 N
400 9449 42.3 600 4 10 1 N
400 4725 84.6 300 7 38 1 N
400 3150 127 200 10 81 1 N
450 21260 21 1200 1 2 1 N
450 10630 42.3 600 3 8 1 N
450 5315 84.6 300 6 31 1 N
450 3544 127 200 8 67 1 N
550 12993 42.3 600 2 7 1 N
550 6497 84.6 300 5 26 1 N
550 4331 127 200 7 57 1 N
650 15354 42.3 600 2 7 1 N
650 7677 84.6 300 5 26 1 N
650 5118 127 200 7 57 1 N
800 18898 42.3 600 2 5 1 N
800 9449 84.6 300 4 20 1 N
800 6300 127 200 5 44 1 N
940 22205 42.3 600 1 4 1 N
940 11103 84.6 300 3 18 1 N
940 7402 127 200 5 40 1 N

Color  •  Common WD values shown above the table End of section
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